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RocketRAID 2600 Series (8 Port)

RocketRAID 2600 Series (4 Port)

Model RocketRAID 2684
Low Profile
x4 
8
SFF-8088 and SFF-8087
0, 1, 5, 10, 50, Single Disk, JBOD

RocketRAID 2680
Low Profile

8
SFF-8087

Form Factor 
PCI Express
Port Count
Connector Type
RAID Levels

Model 

RocketRAID 2644x4
Low Profile
x4 x4 x4 x1
4
SFF-8088

0, 1, 5, 10, Single Disk, JBOD

RocketRAID 2642
Low Profile

4
2 internal SAS/SATA and 
2 eSATA

RocketRAID 2640x4
Low Profile

4
4 x internal SAS/SATA

RocketRAID 2640x1
Low Profile

4
4 x internal SAS/SATA

Form Factor 
PCI Express
Port Count
Connector Type

RAID Levels

www.highpoint-tech.com

13.38” x 7.67” x 2.75”

1.43 lbs
3 Years

13.38” x 7.67” x 2.75”

1.43 lbs
3 Years

Retail Box Dimension 
UPC
Weight
Warranty 

13.38” x 7.67” x 2.75” 13.38” x 7.67” x 2.75” 13.38” x 7.67” x 2.75” 13.38” x 7.67” x 2.75”

1.43 lbs
3 Years

1.43 lbs
3 Years

1.43 lbs
3 Years

1.43 lbs
3 Years

Retail Box Dimension 
UPC
Weight
Warranty 

643653 26420 9 643653 26404 9 643653 26401 8

643653 26840 5 643653 26800 9

643653 26440 7

Model 

www.hptesata.com www.hptmac.com
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www.highpoint-tech.comwww.hptesata.com www.hptmac.com

Battery BackUp Unit

HighPoint BBU-03
HighPoint provides a battery backup unit BBU-03 for use with its high 
performing SAS and SATA Hardware RAID series controllers. The battery 
backup unit protects the integrity of the cache data by providing backup 
power if there is a complete AC power failure or a brief power outage. 

Protecting drive write cache for unmatched 
data protection and maximum performance

Increased drive reliability with on-the-fly 
correction of drive media errors 

1,346,276 hours at 40 degrees Celsius 

1Year

Repeated 500 charge /discharge cycles

Write Journaling

Dynamic Sector Repair

MTBF

Battery shelf life

Battery operational life

RoHS
Compliant
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HighPoint Cable Assemblies
Ext-MS-1M4S

Length 1m (3ft)

External Mini-SAS to SATA

(SFF-8088 to SATA) 

IB-1M

Length 1m (3ft)

Infiniband to Infiniband

(SFF-8470 to SFF-8470)

Ext-MS-1MSB

Int-MS-1M4S

Length 1m (3ft)

External Mini-SAS to Infiniband 

(Screw) (SFF-8088 to SFF-8470)

Length 1m (3ft)

Internal Mini-SAS to 4 SATA

(SFF-8087 to SATA)

Ext-MS-1MES

IB-1M4S

Length 1m (3ft)

External Mini-SAS to 4 eSATA

(SFF-8088 to eSATA)

Length 1m (3ft)

Infiniband to 4 SATA

(SFF-8470 to SATA)

Ext-MS-1MIB

Int-MS-1MMS

Length 1m (3ft)

External Mini-SAS to Infiniband 

(Latch) (SFF-8088 to SFF-8470)

Length 1m (3ft)

Internal Mini-SAS to Mini-SAS

(SFF-8087 to SFF-8087)

SATA Cable

eSATA Cable

Length 2m (6ft)

eSATA to eSATA

SATA to SATA

www.highpoint-tech.comwww.hptesata.com www.hptmac.com
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Comprehensive Bus and Port Selection 
Comprehensive bus types and port count design are needed for versatile storage hardware 
platforms from legacy PCI to latest PCI-Express slot type. A wide selection of port count 
design meets a diversified class of storage scaled for internal and / or external connectivity.

RocketRAID Solutions
PC Based Servers, Workstation 

Macintosh Based (Mac Pro and Xserve) 

(www.highpoint-tech.com) 

(www.hptmac.com) 

External eSATA Hard Drives 
(www.hptesata.com) 

Serial
Attached
SCSI

RoHS
Compliant

HighPoint RAID IP (Intellectual Property) Suite 
HighPoint TerabyteArchitecture™ – is a robust RAID technology suite designed to 
achieve highly sustained performance and advance data protection to achieve
business continuity.

TerabyteStream™ – An intelligent algorithm delivering maximum sustained performance 
by dynamically detecting I/O streams leveraging a powerful I/O processor with onboard 
cache. 

TerabyteGuard™ – A selection of security features designed to maintain RAID integrity 
via routine inspection of storage hardware for defects induced by wear and tear. 

TerabyteSaver™  – Maximizes the rate of data recovery and prevents data loss in the 
event of unexpected failures; ensuring data availability and business continuity.
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Tel: 408-942-5800
Fax: 408-942-5801
E-mail:sales@highpoint-tech.com




