


Host Adapter Architecture

Advance RAID Features

PCI-Express x8 (Gen 2) 
Support up to 4/8 SAS and SATA drives 
1/2 Internal Mini-SAS Connectors(RR2710/2720)
2 External Mini-SAS Connectors(RR2722)
Hot swap and hot plug
RoHS compliant 

Support RAID 0, 1, 5, 10, (50) and JBOD

Auto detect of unplug/plug SAS/SATA hard drive for RAID 
auto rebuild
Staggered drive spin up
Bad sector repair and remapping
Disk Scrubbing

S.M.A.R.T array monitoring for hard drive status and 
reliability

HighPoint Global Website
www.highpoint-tech.com

HighPoint Technologies, Inc. is a professional host-based RAID controller manufacturer established in 1995. We dedicate ourselves 

interfaces. Our comprehensive range of RAID and non-RAID products are designed to support the latest SAS, SATA and SSD hard 
disk devices.

•  Comprehensive storage interface support - SAS 2.0, SAS 1.0, SATA 3.0, SATA 2.0, SATA 1.0  and legacy IDE. 

•  Extensive RAID level support 0, 1, 5, 10, 50 and JBOD

Product pictures and specifications are subject to change without notice.
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The World’s Lowest Cost SAS 6Gb/s 
RAID Controller 

RocketRAID 2710/272x Information

Array Monitors, Alerts and Indicators

Three limited warranty information

Company Information

U.S. Headquarters 
Address: 1161 Cadillac Court. Milpitas, 
                CA 95035
Phone:    1-408-942-5800
Fax:        1-408-942-5801
E-mail:    sales@highpoint-tech.com
Support:  support@highpoint-tech.com

HighPoint Taiwan 
Address: 5F, NO.3, Swei Lane, Jungjeng Rd., 
               Shindian City, Taipei, Taiwan 231, 
               R.O.C.
Phone:    +886-2-2218-3435
Fax:        +886-2-2218-3436
E-mail:    sales@highpoint-tech.com
Support:  support@highpoint-tech.com 

HighPoint Beijing
Address: 4th Floor Kenaifulin Bld No. 12 Zhong
               Guan Cun South RD, Haidan Beijing,
               China 100081.
             Phone:    +86-10-68918759
Fax:        +86-10-68975074
E-mail:    sales@highpoint-tech.cn
Support:  support@highpoint-tech.cn

RAID Management
Online Capacity Expansion (OCE) and Online RAID Level 

CLI (Command Line Interface)
Web GUI RAID management (local and remote monitoring)
Online array roaming
SHI (Drive analysis driven from S.M.A.R.T)
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Size: 3.79” L x 2.55” W (RR2710/RR2720)
         4.73” L x 2.68” W (RR2721/RR2722) 
EMI: FCC Part 15 Class B and CE
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Alarm/Buzzer alerts for drive or array failure
SAF-TE (I2C) and SGPIO enclosure management
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32 and 64bit Windows (7, 2008, Vista, 2003, XP, 2000)
Linux 
FreeBSD
Mac OS X 10.5 and above for RocketRAID 2722 only 

THERMAL AND ATMOSPHERIC CHARACTERISTICS:

RocketRAID 2710/272x Host Adapter

CD including drivers, RAID Management and User
Guide
SFF-8087 to SFF-8087 cable (Internal model only)
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KIT CONTENTS:

Work Temperature Range: +5 C ~+ 55 C

Storage Temperature: -20 C~ + 80 C
MTBF: 920,585 Hours
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PHYSICAL SPECIFICATIONS

HighPoint Website for Mac
www.hptmac.com

HighPoint Website for eSATA
www.hptesata.com 
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